UNCLASSIFIED

W\ VA A W R

\ VD S S S A

AD .___Zm

Reprocluced
éq the

ARMED SERVICES TECHNICAL INFORMATION AGENCY
ARLINGTON HALL STATION
ARLINGTON 12, VIRGINIA

UNCLASSIFIED




NOTICE: When govermment or other drawings, speci-
fications or other data are used for any purpose
other than in connection with a definitely related
government procurement operation, the U. S.
Government thereby incurs no responsibility, nor any
obligation whatsoever; and the fact that the Govern-
ment may have formulated, furnished, or in any way
supplied the said drawings, specifications, or other
data is not to be regarded by implication or other-
wise as in any manner licensing the holder or any
other person or corporation, or conveying any rights
or permission to manufacture, use or sell any
patented invention that may in any way be related
thereto.




Requests for additional copies b} Agencies of the Depart-
ment of Defense, their contractors, and other Government agencies
should be directed to the:

ARMED SERVICES TECHNICAL INFORMATION AGENCY
ARLINGTON HALL STATION
ARLINGTON 12, VIRGINIA

Department of Defense contractors must be established for
ASTIA services or have their 'need-to-know' certified by the
cognizant military agency of their project or contract.

All othetr persons and organizations shotld apply to the:
U. S. DEPARTMENT OF COMMERCE

OFFICE OF TECHNICAL SERVICES
WASHINGTON 25, D. C.




Effective Area of Satellite-borne Antennas

for Radio Astronomy

1. Introduction

The use of satellite antennas for precision measurements of
polarized or unpolarized radiation in space requires a consistent
quantitative antenna theory. For most practical antenna applications,
only a rough qualitative knowledge is required. However, when the
radio astronomer is concerned with interpreting the numerical values
of antenna measurements, a thorough understanding of the operation
of the antenna is required.

This paper is concerned with some elementary problems in
the use of satellite antennas. These problems are covered under
the general topic of '"determining the effective area' of a receiving
antenna. In more elementary terms, the radiation impinging on
the antenna must be related to measurements at the antenna terminals.
For example, the relation between the power density in a randomly
polarized field near the antenna and the power dissipated in a load
resistor connected to the antenna terminals must be established.

The "effective area problem'' requires accurate values of
the antenna parameters, e.g. driving point impedance. Accurate
antenna parameters have been computed for only a very few
antenna types. Further complications are introduced by the nature
of the medium, such as a satellite antenna operating in a lossy

plasma or in a plasma containing a magnetic field.




2. Effective Area of Linear Antenna in an Infinite Isotropic Medium

The effective area A(m-z) of an antenna immersed in an infinite
medium with an incident wave of power (i.e. flux) density S(wm-z)

is given by

A=P__/S (2-1)

where PRL = real power dissipated in a load impedance connected to

the antenna terminals,

As an example, consider the system given in Fig. 2-1.
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Fig. 2-1. Arbitrarily Oriented Plane Wave Impinging
on a Receiving Antenna

A linear antenna of half-length h is placed in an arbitrarily oriented
plane wave field. The angle that the propagation direction makes
with the antenna is 6 and the tilt angle between the incoming
elective field Er(Vm-l) and the antenna is ¢ . The load impedance
ZL consists also of the contributions due to the transmission line
and to lumped impedances representing the effects of the junction

at the antenna terminals ; 1| . The Thévenin equivalent circuit 2|
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of the receiving antenna aids in relating the incident electric field
E” to measurable quantities at the antenna terminals. The equivalent

circuit is given in Fig. 2-2.

Fig. 2-2. Equivalent Circuit of Receiving Antenna

The equivalent generator voltage of the antenna V is given by [3] .
V= -(E" cos ¥) 2h_(6) (2-2)

In Eq. (2-2) the quantity he(e) is the complex effective length
of the receiving antenna. Numberical values of he( 0) are given by

King [4] as a function of h, a, and 6. For an electrically small

antenna,

h,(8) = ;- h sin © (2-3)

for (ﬁoh)z <<l, where

and

)‘o = free space wavelength .
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For an electrically small antenna, the equivalent voltage appearing

at the antenna terminals becomes:

V = -hE" cos ¥ sin 6 (2-4)

; for (B_h)2<< 1

e 4t

The above relation shows that for (Boh)2<< 1, the geometrical pro-
jection of the electric field multiplied by the half-length of the
antenna yields the equivalent emf. In general, however, the complex
effective len.gth he(e) must be fully taken into account.

Returning to the equivalent circuit in Fig. 2-2, we see that
‘the Thévenin equivalent impedance is Zo’ the driving point impedance
of the antenna. (N.B. for non-perfect conductors, the self-
impedance must be included in Zo.) This impedance is comglex

and a function both of the electrical length ﬁoh and the radius poa.
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of the linear antenna. Tables of Z are given in the literature [5.

o

For an electrically short antenna (Boh <1), Zo is approximately

» given by [6] :

* 26 toval Bo b . Lo Va1 (2-5)
o'o Tw(A-3) 8 2hlF . 6 ZhF
o o
l3+——-——3 jl Zwﬁoh[l+-—————3 1
where

{.o = characteristic impedance of free space
= 1207 ohms (T 377 ohms)

Q@ = 2 In (2h/a)

a = radius of linear antenna (see Fig. 2-1)

Vg = 2 In(h/a)-2

F =1+ [l.08/(®-3]
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The power dissipated in the load impedance ZL of Fig. 2-2 is:

2 [2E” cosy h_(0)] 2
PL = _.—v__z_ = e v . ZL (2-6)
(Zg +24) (zy, +2)

Since he(e), ZL’ and Zo are complex, the power PL is complex, i.e.

PL = RePL +_j Im PL = PLR +j pLi
Re = real part
Im = imaginary part . (2-7)

For a short antenna (B°h<1), Zo is primarily capacitive.

For example, with § h = 0.3 and Q =10, then

Zo =1.66 - j 1274 ohms . (2-8)

The maximum power transfer from the radiation field to

the load impedance occurs when

Z, =2 * (2-9)

where * denotes complex conjugate.

The condition in Eq. 2-9) corresponds to

and
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where

(2-10)

With Eqs. (2-9) and (2-10) in Eq. (2-6), the optimum received
power FRL is given by

[ZJE:r cos he(e)] 2

P.. =
RL 4R°

(2-11)

The effective area for a plane wave source is found by relating
the incoming power density S to pRL . The power density in a plane

wave is given by

—

s= ) B xmw -2 -1
= ¥ (E” x H*) wm °~ (cps) (2-12)

where H is the magnetic field strength in webers per square meter.
The factor %—occurs in Eq. (2-12) as E’ and H are maximum
amplitudes. The magnetic field vector ?I‘is orthogonal to ? and

both are related by the free space impedance, from which

/up L (2-13)

or, with Eq. (2-13) in Eq. (2-12),

S = % 6 JET/ % . (2-14)
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With Eqs. (2-14) and (2-6) in Eq. (2-1), the effective area of a
linear antenna in an arbitrarily oriented linear polarized plane

wave field is

cos \l.che(e )
A = Re 8 TI_:-'F—ZI_ LO ZL
3. The Linear Antenna in Circularly and Randomly Polarized Fields

The circularly polarized field is a special case of elliptical
polarization. An elliptically polarized field may be represented by
two spatially orthogonal linear fields in time quadrature. The voltage
at the terminals of the antenna is a superposition of the individual
fields. The determination of the parameters of the polarization
ellipse is discussed in the literature 7 . In general, the polarization
ellipse is time dependent [i.e. ¢ =y (t) ] . The time dependency will
appear as a modulation of the received power at the rotation frequency
of the ellipse. As a specific example, consider the circularly

polarized field of Fig. 3-1.
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Fig. 3-1. Circularly Polarized Field Impinging on a
Receiving Antenna
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For the wave of Fig. 3-1, the equivalent voltage at the

antenna terminal is

<
u

-| -EF siny ¢ JE, cos \P]Zhe(e)

7ilETeMY) 2h,(0) , (3-1)

where the upper sign is for right-hand polarization

The total power density S for the circularly polarized wave is

. -
S = -;-? x H*+ % (£jE¥) x H* (3-2)
or
_ V2 r,2
/sl tgg— /%7 (3-3)
The real power P;L at the terminals of the receiving
antenna with a circularly polarized field is given by Eqs. (3-1),
(3-3), (2-6), and (2. 7); then
c _ -
PgrL = V2 Pgy (3-4)

where PRL is given by Eq. (2-6) (real part).
The power received at the antenna terminal with a randomly

oriented field is obtained by averaging PRL over all angles ¢,

r -
Pro = <PRL> ’ (3-5)

which gives
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where < > denotes the mean value. As <cosz ¢> =é- R
and with Eqs. (2-6) and (2-7) in Eq. (2-5),

s < g "

PaL= 7 PRy (¥=0 : (3-6)

A A Ahe S RS

The variation of P;L with respect to the propagation

s e

direction is taken into account in the definition of the effective area A.
% Equation (3-6) indicates that the power received from a randomly
polarized wave is one-half of the power from a linearly polarized

% wave.

L 4, The Linear Antenna as a Probe for the Measurement of

Temperature in a Black Body Enclosure

A thermodynamic study of an antenna immersed in a black
r body enclosure of temperature T[ 8] shows that the power developed

in the load impedance of Fig. 2-1 is a direct measure of T. That is,

the temperature of ZL must equal T to insure thermodynamic

equilibrium. The power density derived from the Rayleigh-Jeans

:
%
%

approximation must be equal to the power density in the radiation

field, or

s= g ¢ /E /= anian®um¥e/nt (4-1)

where

120 =377 ohms

a
n

Boltzmann's constant

-3
"

black body temperature in *Kelvin .
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From Eq. (2-6), the square of the incident field is given by

2
/Er/ = RL : (ZL + Zo)
2n_“(6) Zy (4-2)

where

T B SOOIt < WY SR T

RL

power in load resistor due to a
randomly polarized wave

L W o SR e, 2 ity T

With Eq. (4-2) in Eq. (4-1), the equivalent black body temperature
is given by

2
- xz 1 o Re (zL + Zo)
327k T RL

4
o] the (9)

(4-3)

Equation (4-3), for a matched load (ZL = Zo ), reduces to

{ xz r 4RoZ )
1 T = P Re : (4-4
‘ Tk TRL (R -3X_)b_“(0)

5. Discussion

] Previous theoretical work [9] has not been concerned with

either the actual measurement problem or accurate values of the

. antenna parameters. For example, conventional antenna theory
‘ ’ does not take account of the thickness of the antenna or the actual

current distribution on the antenna. Since the driving point




11

resistance of an antenna is small (i.e. for a short antenna), large
errors are possible when '"handbook'' formulas are employed for
radiation resistance. Furthermore, no previous discussion has
considered properly the load impedance of the antenna or the
matching of the antenna for a maximum transfer of power. It is
hoped that the simple formulation of this paper will indicate that
some care must be employed in interpreting measurements made on
space probes. Further papers in this series will discuss in more

detail the behavior of antennas in magnetoactive media.
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